
Features and technical specifications

HIGH END GAMING PC MEDION® ERAZER® X67127 (MD 34165)
This information sheet is part of the operating instructions. Read the complete operating instructions carefully; this information sheet is not a substitute for those instructions.
Read the chapter on Safety in the operating instructions before you start, and pay attention to the detailed instructions for set-up and connection.

MSN 2006 6911

Scope of delivery
Please check your purchase to ensure that all items are included. If anything is missing, please contact us within 14 days of 
purchase. Make sure to quote the serial number when making enquiries.
The following items are supplied with your PC:
• PC and connection cable
• Mouse (WELL PARK; model: MA105U)
• Software package (OEM operating system Windows 10, antivirus software, PowerRecovery)
• Documentation

DANGER!

Choking and suffocation hazard!
Packaging film can be swallowed or used improperly, creating a risk of suffocation!
 Keep packaging material such as plastic film or plastic bags away from children.

Overview of connections

Front Rear

Item Description of components

1 On/Off switch

5 Power supply (mains power cord connection)

9 USB 3.0 ports

10 USB 3.1 ports

11 USB 2.0 ports

15 Headphone socket/speaker FS (front out)*

16 Microphone socket/speaker CS/SS (centre/subwoofer out)*

17 Surround (FS, RS, CC, SS)

18 Optical digital S/PDIF audio output*

19 Audio sockets*

21 DVI-D port

23 DisplayPort

24 HDMI port

26 Reset switch

27 LAN Network (RJ-45)

28 PS/2 connection

31 Set fan mode (no fan at low load / fan runs permanently)

Important information about the illustrations

Connections marked with an asterisk * on the overview have a dual purpose and are configured via software.
If connections are covered with a protective cap, they are not available in the particular configuration.

Using the supplied side panel with viewing window
• Loosen the knurled screw on the side panel of the PC and then remove it.
• Slot the side panel with the viewing window into the recesses on the bottom of the case provided for this purpose.
• Close the side panel so that it clicks into the lid of the case at the top.

No screws are required to fasten the side panel with viewing window.
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Features and technical specifications

HIGH END GAMING PC MEDION® ERAZER® X67127 (MD 34165)
General technical specifications

General information

System type MD 34165

Dimensions in mm (W × H × D) 209 x 381 x 390

Weight approx. 11 kg

Installed RAM 16 GB

Memory type DDR 4-2666

Hard disks
1TB HDD,
512GB SSD;

Backup battery
CR2032 (3 V)
The battery is located on the motherboard

Processor Intel Core i5-9400 2,9-4,1GHz, 6 cores

Max. noise level max. 34.6 dB (A)

Pre-installed operating system Windows® 10 Home

Internal power supply

Input voltage/
frequency/power consumption

100-240 V~, 8-4A /
50-60 Hz / 550 W max.

Power consumption in standby < 0.5 W

Graphics

Resolution max. 7680 x 4320

Mouse

Port USB

Connections

USB

4 × USB 2.0 (5 V / 0.5 A)
2 x USB 3.0 Front (5V / 0,9 A)
1 × USB 3.1 Gen2 Type A (5 V / 0.9 A)
1 × USB 3.1 Gen2 Type C (5 V / 3.0 A)

Video

4 x DisplayPort
2 x HDMI
1 x DVI-D
1 x USB Type C (max. 27 Watt)

Network 1 × LAN (RJ45)

Audio (front side)
1 × microphone
1 × headphones

Connections

Connections (rear side)

1 x Center/Subwoofer
1 x Rear Out
1 x Line-In/Side Out
1 x Line Out/Front Out
1 x Mic in
1 x Optical SPDIF Out
1 x PS/2

Ambient conditions

Operating temperature +5 °C to +30 °C

Storage temperature -40 °C to +65 °C

Permissible humidity 20–80 % (non-condensing)

Legal notice
Distributed/imported by:
MEDION AG
Am Zehnthof 77
45307 Essen
Germany
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